
CWT755-132TNB12 755 Wp 

CWT750-132TNB12 750 Wp 

CWT745-132TNB12 745 Wp 

CWT740-132TNB12 740 Wp 

CWT735-132TNB12 735 Wp 

CWT730-132TNB12 730 Wp 

CWT725-132TNB12 725 Wp 

CWT720-132TNB12 720 Wp 

CWT715-132TNB12 715 Wp

12 30

87.4%

99%

94.6%

CW ENERJ

CWT
BIFACIAL TOPCON MONOKR STAL  132TNB12

Yüksek Panel Verimlili i Sayesinde, Yüksek Güç Ç k n Garanti Eder.

Cam Üzerindeki Özel Kaplama Yüzey Tozunu Azalt r.

2400 Pa Rüzgar Yükü, 5400 Pa Kar Yüküne Kar Dayan m

0~+5W 

Sabah ve Bulutlu Hava Ko ullar nda Dahi Yüksek Panel Verimlili i

www.cw-enerji.com

18BB

YIL

IEC 61215, IEC 61730-1, IEC 61730-2
ISO 9001:2015, ISO 14001:2015, ISO 45001:2018



5%

750.75

19.55

 48.40

18.64

40.30

10%

786.50

20.48

48.40

19.53

40.30

15%

822.25

21.41

48.40

20.41

40.30

20%

893.75

22.34

48.40

21.30

40.30

25%

858.00

23.27

22.19

40.30

48.40

BIFACIAL TOPCON MONOKR STAL  132TNB12

www.cw-enerji.com
®

Maksimum Güç (P )max

Modül V

Maksimum Güç Gerilimi (V )mp

)mp

)oc

)sc

Güç T

Maks. Sistem Anma Gerilimi

Maks. Seri Sigor

Model Tipi

0.040%/°C

-0.260%/°C

-0.320%/°C

40' GP

31

527

17

Maksimum Güç (Pmax)

sc)

(Voc)

mp)

Maksimum Güç Gerilimi (Vmp)

sc)

oc)

max)

0~+5W

1500V DC

-40 ~ +85°C

Class II
25A

210x105

34.5

2384x1303x35

2400/5400

300-1600

1303±2

23
84

±2

ARKADAN GÖRÜNÜMÖNDEN GÖRÜNÜM

35

30

1303±2

23
84

±2

8 - Ø8

6 - 49
2

30
0

80
0

30
0

49
2

720 Wp

23.18

40.50

17.78

48.60

18.67

CWT720
132TNB12

CWT725
132TNB12

725 Wp

23.34

40.70

17.82

48.80

18.72

730 Wp

23.50

40.90

17.85

49.00

18.76

CWT730
132TNB12

735 Wp

23.66

41.10

17.89

49.20

18.80

CWT735
132TNB12

CWT740
132TNB12

740 Wp

23.82

41.30

17.92

49.40

18.85

745 Wp

23.98

41.50

17.96

49.60

18.89

CWT745
132TNB12

750 Wp

24.14

41.70

17.99

49.80

18.95

CWT750
132TNB12

755 Wp

24.31

41.90

18.02

50.00

18.99

CWT755
132TNB12

715 Wp

23.02

40.30

17.75

48.40

18.62

CWT715
132TNB12

ARKA YÜZEY MAKSİMUM GÜÇ KAZANIMI

Ver.2609.17




